AC SERVICE MACHINE -AC600

The model AC600 has 99% recovery efficiency for standard and hybrid vehicles and fully automat-
ic function.

The AC600 machine recover, recycle, evacuate, and recharge R-1234yf with improved 99% efficien-
cy. It has automatic refrigerant refill and oil drain/inject. AC600 also builtin comprehensive oil ca-
pacities database for all vehicle and builtin thermal printer.
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Tel:1844-PROTECO (776-8329)

Features
® Automatic recovery/recycling.
® Automatic discharging used oil/oil drain.
® Automatic vacuum
® Automatic new oil injection
® Automatic recharging with onboard tank
® Comprehensive A/C capacity database
® Automatic protection programs and audible alarms
® Onboard electronic scales
® Built in thermal printer
® Tank installed internally
® Vacuum leak test

Specifications

® Work with R-1234yf refrigerant
® Input power: AC110V 60Hz
® Compressor:3/8HP

® Average state refrigerant recovery speed:0.55LBS/Min Recov-

ery rate:99%
® Drying filter: 20 Oz
® Vacuum pump capacity: 16Gal/ min
® |oad cell accuracy(gas cylinder):+10g
® Gas cylinder volume :22 LBS

® New/used oil bottle capacity:8.9/13.50z Max. working pres-

sure:290 PSI
® Color screen:4.3-inch,480 RGB*272 Dots Dimension:
24"%24.4"*41.2"(WxDxH)

Tank fill

Connect equipment with external tank through tank fll fitting.
open external tank valve

Tank fill: LXIT0 Ko

A/C Service Station

S5

Recovery  Vacuum  Oil Inj. Charge

Recovery: 0.00 Kg {@}
@ @
Automode  Tank fill ings

Auto mode

(5, Vacuum: e min
Ll Leak test: No

72! Auto oilinjection: No
@ oilinjection: 0 mi

S Charge: 0.50
Ce> 941030 kg
Charge by database

Recovery

Total refrigerant: 0.20KG

Oil injection

Hose flush: No
Oil volume set: O ml

Inject oil by pressing =

Interfaces
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[ACe00]

[R1234yf |

PRGTEC

CIf-- N HO

Language Calibration  Database

Weightset Component

Charge port: HP
Charge hose purge: Yes

Total refrigerant: 0.031Kg

Database
CADILLAC (BLS)
CADILLAC (CTS)
CADILLAC (STS)
CAPTIVA (PETROL)
CAPTIVA (DIESEL)

Database
2005-2018 550-580 PAG 1

www.protecequipment.ca/product/detail/ac-600s








